
SPECIFICATION DATA

CGS Gas Sensor Accessories

Rain Shield
P/N 226349-001
Protect sensors from rain and snow.

Sample Draw Cup Assembly
P/N 009171-001
Provides a sealed enclosure with compression 
fittings to enable the sensor to be used as part 
of an extractive gas sampling system.

Splash Guard
P/N 006491-001
Protect sensors from ingress due to rain or 
splashing water.

Duct Mount Assembly
Stainless Steel – P/N 226846-008
Aluminum – P/N 226846-001
Designed for mounting combustible sensors to air 
handling duct work (flat surface mounting only). 

Q811 Duct Mount Enclosure
SS/3/4” – P/N 000811-101
SS/M20 – P/N 000811-009
Provides combustible gas detection in 
air handling, heating, ventilation, and air 
conditioning ducts.

Remote Calibration Cup
Indoor/Porex/Barbed – P/N 225777-001
Indoor/Porex/Compression – P/N 004996-001
Outdoor/SS Screen Barbed – P/N 006618-001
Outdoor/SS Compression – P/N 006618-002
Allows a CGS sensor to be calibrated from a remote location.

Dust Covers
Stainless Steel – P/N 225312-001
Porex – P/N 226190-001
Recommended for protecting sensors in windy, 
dusty, and oily environments.
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